










Installation
3.   Insert the drywall anchors. Secure the 
base to the mounting surface using 
provided screws.
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Installation
4.   Using the provided hex-key, loosen the 
machine screws and adjust the viewing 
angle.
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5.   Using the provided hex-key, tighten the 
machine screw on the side until the camera 
body is secured firmly to the base.
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Support
For additional help:
Integrator/Dealer Support: 
Phone: 941.404.1072 
Email: claresupport@clarecontrols.com

For more information, instructional videos, or 
support documentation, visit our Help Center 
and view your item’s product page:
https://www.clarecontrols.com/helpcenter

Camera Setup & Default Password
IMPORTANT NOTE: The default camera 
setup password is the FIRST 6 Characters 
of the UUID/SN. 

You will be prompted to change the 
password when setting up the camera. 
Please refer to the Quick Start Guide for 
complete setup instructions or by visiting: 
https://bit.ly/34bIlND



Contact Information
Clare Controls, LLC.
7519 Pennsylvania Ave, Suite 104
Sarasota, FL 34243
General: 941.328.3991
Fax: 941.870.9646
www.clarecontrols.com

Warranty Information
Clare Controls offers a two (2) year limited 
warranty on original Clare Controls 
components, from the date of shipment 
from Clare Controls. To view complete 
limited warranty details, including limitations 
and exclusions, please visit:

www.clarecontrols.com/warranty
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Camera Information
Please provide this guide to the customer 
and notate the camera installation location 
and new camera password. This guide 
includes important camera details.

Camera Password:_____________________

Installattion Location:___________________

Camera Details:

Product 
Label
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