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Product offering

Luminaire

Wall Pack

Nominal power 20 W

Nominal lumens 2400 lumens

Input voltage 120-277V, 50/60Hz

CCT 4000K

CRI ≥70

System efficacy 120 lm/W (typical) ±10%

Mounting Wall mount

Power connection
Round our octagonal junction box,  

or 1/2" conduit entry on bottom.

Material and finishing Plastic housing with textured bronze finish

Operating temperature -40°C to +40°C 

Weight 1.39 lbs.

IP/IK rating Wet locations/IP65 / IK08

Compliance cETLus/FCC

Warranty 3-year limited warranty  

Technical specifications

UPC Code Catalog Code Description
Case Qty.  
(pc/carton)

Pallet Qty. 
(pc/pallet)

190096130771 TWP20W40K1 20W, 2400 lumens, 4000k, 120-277v, Bronze finish, includes photocontrol 10 240



©2019 Signify Holding. All rights reserved. The information provided herein is subject to change, without notice. Signify does not give 
any representation or warranty as to the accuracy or completeness of the information included herein and shall not be liable for any 
action in reliance thereon. The information presented in this document is not intended as any commercial offer and does not form part 
of any quotation or contract, unless otherwise agreed by Signify.

PILA_Wall Pack_spec 10/19 page 2 of 2

www.pila-led.com/en-us
www.pila-led.com/en-ca
www.pila-led.com/fr-ca

Dimensions
5.51 in

140 mm

8.86 in
225 mm

3.62 in
92 mm

Removable plug on bottom 
for 1/2" conduit connection


