Hose Reeling Drums
Series AL Hose Reels

Series AL Hose Reels

Technical Features:

KPU hose.

Diecast aluminium casing, with paint finish.
Complete with pivot bracket. ISO EN 12100

Provided with hose ratchet stop device, easily

removable if constant traction is required.
2006 /42 / CE

AL 81
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Hose Reeling Drums
Series AL Hose Reels

Technical Data

AL 81/8 AL 81/10 AL83/8 AL 83 /10 AL 83 /13
Hose int. @ 8mm (5/16”) 10mm (3/8”) 8mm (5/16”) 10mm (3/8”) 12.5mm (1/2”)
Hose length 10 m 8m 16 m 16 m Mm
Max pressure 15 bar 15 bar 15 bar 15 bar 15 bar
End hose fitting 1/4” M BSP 3/8” M BSP 1/4” M BSP 3/8” M BSP 1/2” M BSP
Temperature -5°C / +50°C -5°C / +50°C
Inco;?titri\rg‘;ghose No No
Incoming hose 1.5m 1.5m
Air Yes Yes
Water Yes Yes
Hose type KPU KPU
@ 44 20
mm 360x310x185 Kg 6 mm 450x390x215 Kg 9
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We reserve the right to amend all technical details without prior notification 41 SIMBAL




